
SIMPLY RELIABLE

Heat pump interface Heat pump interface 
controls pool pumpcontrols pool pump

Sanitiser interface Sanitiser interface 
controls pool pumpcontrols pool pump

Smart pump switching Smart pump switching 
allows for one water allows for one water 
pump onlypump only

Easy to operateEasy to operate

Quick and simple set upQuick and simple set up

Save money on your Save money on your 
running costsrunning costs

* Domestic Installation
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FEATURES
Compatible with all types of 
heat pumps

Isolated circuit between 
sanitiser and heat pump 
inputs

Fully weather protected UV 
stabilised casing

Discrete mounting bracket for 
simple installation

Clearly labeled auxillaries with 
visible LED display

Heat pump interface to be 
wired by your electrician 
during installation of heat 
pump and the rest is plug and 
play

Energy saving of up to $1,000 
per year

SPECIFICATIONS

*Energy savings based on 
 8 HRS running/day and a 
 1000W pump

Volts Input (Vac) 220-240

Amps Input - Max. (Aac) 10.00

Amps Output Pump Max. (Aac) 9.90

Total Power Consumption (W) 24

Frequency (Hz) 50/60

HP Box Dimensions (mm) 220W x 135H x 90D

Power Cord 10A Australian Approved + piggy-back 
type

Wall Mounting Simple Click ON - Clip OFF

Ingress Protection Rating IP35

Unit Shipping Dimensions (mm) 310W x 230H x 115D

Net Weight (kg) 1.0


